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9.1.7
Table 06 utility information table

Table 06 Data Description

UTIL_INFO_TBL (Table 06) is for utility use in providing additional end device identifying or tracking information.

TYPE UTIL_INFO_RCD = PACKED RECORD


OWNER_NAME


: ARRAY[20] OF CHAR;


UTILITY_DIV



: ARRAY[20] OF CHAR;


IF GEN_CONFIG_TBL. MFG_SER_NUMBER_FLAG = FALSE THEN



IF GEN_CONFIG_TBL.ID_FORM THEN




SERVICE_POINT_ID

: ARRAY[10] OF BCD;




ELEC_ADDR


: ARRAY[10] OF BCD;




DEVICE_ID


: ARRAY[10] OF BCD;




UTIL_SER_NO


: ARRAY[10] OF BCD;




CUSTOMER_ID

: ARRAY[10] OF BCD;



ELSE




SERVICE_POINT_ID

: ARRAY[20] OF CHAR;




ELEC_ADDR


: ARRAY[20] OF CHAR;




DEVICE_ID


: ARRAY[20] OF CHAR;




UTIL_SER_NO


: ARRAY[20] OF CHAR;




CUSTOMER_ID

: ARRAY[20] OF CHAR;



END;


END;


COORDINATE_1


: ARRAY[10] OF UINT8;


COORDINATE_2


: ARRAY[10] OF UINT8;


COORDINATE_3


: ARRAY[10] OF UINT8;


TARIFF_ID



: ARRAY[8] OF CHAR;


EX1_SW_VENDOR


: ARRAY[4] OF CHAR;


EX1_SW_VERSION_NUMBER

: UINT8;


EX1_SW_REVISION_NUMBER
: UINT8;


EX2_SW_VENDOR


: ARRAY[4] OF CHAR;


EX2_SW_VERSION_NUMBER

: UINT8;


EX2_SW_REVISION_NUMBER
: UINT8;


PROGRAMMER_NAME

: ARRAY[10] OF CHAR;


MISC_ID



: ARRAY[30] OF CHAR;


EDL_URI



: ARRAY[128] OF CHAR;


IF GEN_CONFIG_TBL. MFG_SER_NUMBER_FLAG THEN



SERVICE_POINT_ID

: UINT64;


ELEC_ADDR


: UINT64;



DEVICE_ID


: UINT64;



UTIL_SER_NO


: UINT64;



CUSTOMER_ID

: UINT64;


END;

END; 

TABLE 6 UTIL_INFO_TBL = UTIL_INFO_RCD;

Disclaimer:
Page 1 of 3
This contribution has been prepared to assist TableFest II. This document is offered as a basis for discussion in accordance with the submission rules of TableFest II (ANSI C12.19-1997, IEEE 1377-1997, MC-Requirements and TF9804-001).


